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www.gewiss.com+39 035 946 111
8:30 - 12:30 / 14:00 - 18:00
lunedì - venerdì / monday - friday

Punto di contatto indicato in adempimento ai fini delle direttive e regolamenti UE applicabili:
Contact details according to the relevant European Directives and Regulations:
GEWISS S.p.A. Via D.Bosatelli, 1 IT-24069  Cenate Sotto (BG)  Italy  tel: +39 035 946 111  E-mail: qualitymarks@gewiss.com

According to applicable UK regulations, the company responsible for placing the goods in UK market is:
GEWISS UK LTD - Unity House, Compass Point Business Park, 9 Stocks Bridge Way, ST IVES
Cambridgeshire, PE27 5JL, United Kingdom  tel: +44 1954 712757  E-mail: gewiss-uk@gewiss.com

GW45547 e GW45548 non sono adatti per                
QDX 630L (P=200 mm) e QDX 630H (P=250 mm) 
GW45547 and GW45548 are not suitable for               
QDX 630L (D=200 mm) and QDX 630H (D=250 mm)
GW45547 et GW45548 ne conviennent pas                 
QDX 630L (P=200 mm) et QDX 630H (P=250 mm)
GW45547 y GW45548 no son adecuados para            
QDX 630L (P=200 mm) y QDX 630H (P=250 mm)
GW45547 und GW45548 sind nicht geeignet für         
QDX 630L (T=200 mm) und QDX 630H (T=250 mm)


