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Seria ASTRID 75 LED
 

Data, measures, designs and pictures are for information purpose only, last update 10/04/2024. They can be changed at any moment, therefore it is always ecommended to read
the last updated version published on the website www.gewiss.com.Lumen output and system power are subject to a tolerance of +/- 10%. Unless stated otherwise, the values
apply to an ambient temperature of 25°C. Terms of warranty at https://www.gewiss.com/it/en/company/landingpage/led-warranty. - 1 of 1

 

Led decorative recessed luminaire with die-cast aluminum body and adjustable polycarbonate shield, available
in white, aluminum, gold and bronze version. Installable on panels with a minimum thickness of 5mm and a
maximum of 20mm. Suitable for indoor installation, built-in power supply, IP20 protection degree and good
impact resistance.

WewnętrznyZastosowanie IK06Odporność na wstrząsy
220-240 V - 50/60 HzNapięcie zasilające 11.5 WMoc

0.5Masa (kg) LEDŹródło światła
ZłotyKolor 1400Moc ze źródła światła (lm)
1100Moc z oprawy (lm) IP20Ochrona IP

IIKlasa Izolacji LED sterownika prądu stałegoRodzaj napędu
2 latGwarancja 1Liczba lamp

3000 K (CRI>80)Temperatura Barwowa Dioda LED - NiewymiennaRodzaj źródła światła
A ÷ A++Klasa sprawności wbudowanych diod LED 2419Electrocod
45000 hOkres eksploatacji diody LED (L80B10)

DIMENSIONAL PHOTOMETRIC DISTRIBUTION

TECHNICAL SYMBOLOGY

  IK06    IP20     
 
STANDARDS/APPROVALS

 


