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Seria EXTRO
 

Data, measures, designs and pictures are for information purpose only, last update 10/04/2024. They can be changed at any moment, therefore it is always ecommended to read
the last updated version published on the website www.gewiss.com.Lumen output and system power are subject to a tolerance of +/- 10%. Unless stated otherwise, the values
apply to an ambient temperature of 25°C. Terms of warranty at https://www.gewiss.com/it/en/company/landingpage/led-warranty. - 1 of 1

 

Multifunctional lighting device for residential and urban areas, with polycarbonate body and sanded diffuser.
Possibility of wall, ceiling, pole and column installation in graphite gray, white and midnight blue colors. Also
available in the 13W and 26W LED version.

Wewnętrzny/ZewnętrznyZastosowanie NormaWersja
IKlasa Izolacji Szary grafitowyKolor

IP55Ochrona IP IK09Odporność na wstrząsy
850 °CPróba rozżarzonym drutem 1 mMinimalna odległość od oświetlonego obiektu

-25 +25 °CTemperatura pracy D ÷ A+Klasa sprawności kompatybilnych lamp
100 WMaksymalna Moc E27Trzonek lampy

2.4Masa (kg) 2415Electrocod

DIMENSIONAL PHOTOMETRIC DISTRIBUTION

TECHNICAL SYMBOLOGY

    IP55  IK09  850 °C  1 m 
 

 
STANDARDS/APPROVALS

 


